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BLOW-OFF ASSEMBLY

707

NTS

SECTION

6
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8
"

SIDEWALK

PVC CAP

CONCRETE

METER BOX

VALVE BOX

2" STEEL PIPE

(MIP X MIP)

CRUSHED

SURFACING

TOP COURSE

2" STEEL 90° BEND

2" X 6" STEEL PIPE

(MIP X MIP)

PE PIPE ADAPTER

(FIP X PE)

2" PE PIPE (IPS) WITH

BLUE TRACER WIRE

CONC BLOCK

8" X 16" X 2"

2" X 12" BRASS PIPE

(MIP X MIP)

2" GATE VALVE

(FIP X FIP)

SEE NOTE 1

0°

NOTES:

1. SEE STANDARD DETAIL 701A FOR CONNECTION TO MAIN.

2. SET METER BOX FLUSH WITH SIDEWALK OR CURB ELEVATION IF LOCATED IN LAWN AREA.

SET METER BOX APPROXIMATELY 2 INCHES ABOVE FINISHED GRADE IF IN LANDSCAPING

AREA.

3. INSTALL STANDARD MARKER POST IDENTIFYING BLOW-OFF LOCATION. (NOT SHOWN)

4. ANY ADDITIONAL FITTINGS FROM THE GATE VALVE TO THE MAIN SHALL BE BRASS.
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1'-0" MIN

1'-6" MAX

 STANDARD  DETAILS
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WATER/WASTEWATER ENGINEERING MANAGER


